








Step 6: By default, the site is named
with the site name that has
been specified in the remote
DVR site. To rename it, click
on the text and type in the
desired name.

Step 7: huperRemote allows you
to connect to multiple DVR
sites at the same time. Re-
peat steps 1 to 6 to add
more DVR sites.

Note: Another way of adding DVR sites is to click in the Camera List
Panel. The Add Site/Group dialog box will then be displayed
where you can add a new DVR site. This dialog box also allows
you to create a group name for grouping DVR sites or cameras.

(See the next section “Grouping DVR Sites or Remote Cameras”

To connect and disconnect an existing DVR site:

To connect to a DVR site, double-click its name in the Camera List Panel.
Double-click the site name again to disconnect from the DVR site.

To disconnect all connected DVR sites:

Click O This closes all connections.
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Grouping DVR Sites or Remote Cameras

You can create a group name to combine certain DVR sites into the
same group.

If you only need to monitor certain cameras from each site, you can alsc
create a group name to combine these cameras under the same group. This
allows huperRemote to connect only to the required cameras instead of all
the cameras on each site.

To create a group:

Step 1: Click to open the Add
Site/Group dialog box. Descrotion: nia

 User

. User: ’—
Step 2: Enter a group name in the — [
Description text box, then =

click OK. — Connection:
Site Server: ’ﬁ
The new group name will be ||| st i Spemd (- 560 - 05— <]

added to the first entry in the
Camera List Panel.

Add Site/Group

Step 3. You can add a whole DVR
site or only selected cam-
eras into the group:

* To add a whole DVR site,
first make sure that there is _
a check mark in its %] @ Singapore
check box (which means | L] B Japan
that all cameras under this a % @l reece
site are selected). If there is ; & Japan
no check mark, click the = : ; B singapore
check box. Then, drag and I L
drop the DVR site into the

group.

E Huperlabs
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e To add only certain cameras of a site to the group, first select the
desired cameras. The check box on the DVR site will then be
marked with a red box. Now drag and drop the DVR site into the
group.

e If you want to add only a single camera from a site into the
group, select that camera then drag and drop it into the group.

Step 4. Repeat step 3 to add more DVR sites or cameras into the group.
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Using the Remote Player

You can download video recordings from a DVR server and view them
on the Remote Player. Surveillance video that were recorded locally on your
computer hard drive can also be played in Remote Player.

In huperRemote, click {283 to change to the Remote Player

The User Interface

4 )
11
Video Window: Shows all the recordings from one or
more selected cameras, or shows a single recording only DVR Site List: Lists the URL addresses of
when a specific recording time from a camera is selected remote DVR sites from which video recordings
in the Camera List Panel. can be downloaded.

Camera List Panel:
Lists the names of
cameras in the cur-
rently selected DVR
site. Under each
camera, the time range
of recordings are also
rgnt listed.

ing timecode, Current frame's | (See the next page of
timecode, Playback speed, End - SE—— sCamera List Panel”
timecode

| | _ S
Calendar: Allows
you to select

the desired date

6 7

Audio: Click to

PI_ay/Pause: - Preferences: Click of surveillance
Click to play; enable/disable to define settings recording.
pause. audio during in the Preferences

playback.

dialog box.

9} .
Click to change back tg . .
huperRemote. (See the Jog Bar: Drag the Playback buttons (from left to right):
Chapter of “Using huper slider tab forwarq and Play/Pause, Stop, Previous Frame, Next Frame, De-
Remote” for details.) bfickward to navigate crease Display Speed, Normal Speed, Increase Display
video frames. Speed, Zoom in/out, Snapshot
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Camera List Panel

The Camera List Panel lists the remote DVR sites and their respective
cameras from which surveillance recordings can be downloaded.

Panel Controls H

To download certain surveillance
recordings for playback, first choose
the desired cameras and recording
times in the Camera List Panel then
click this button.

Click to open a menu where you
can choose the type of surveillance
recordings to display in the Camera
List Panel.

Click to delete selected history
records from the Camera List Panel.
& Normal -4 If local history records are selected
& Event in the list, the video files will also be
= deleted from the hard drive.

Local

While in the process of downloading
video recordings, you can click this
button to cancel the download.

Types of History Records J H Click to define the range of recording
times to display in the Camera List

& Panel.
Normal:

Lists the recording time . . . .
of all surveillance videos Click to refresh the recording time list

recorded during the in the Camera List Panel.
selected calendar date.

* Event:

Lists the recording time of
events only.

= Local:
Lists the recording time of
surveillance videos that
were recorded and stored
in the local hard drive.
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Playing surveillance recordings

To play back recordings from a DVR server:

Step 1:

Step 2:
the

Step 3:

Step 4.

Step 5:

On the top, right-hand side of the Remote Player screen, there is a
DVR Site List. Choose a remote DVR site from which you want ta
download from.

Click WEly then choose what type of history records to list in

To list all history records, select & Normal. Otherwise, to list only
the history records of events, select i Event.

In the Camera List Panel, select one or more cameras. On each
camera, click the “+” sign then select the history records that you
want to download.

If you want to limit the list to a specific time interval or range, click
&2l then specify the desired interval or range.

To download the video recordings first to your local hard drive, click

= .

If you want to directly stream the video recordings from the DVR
server, go to the next step.

Click @ to play
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To play back recordings in the local drive:

Step 1:

Step 2:

Step 3:

Step 4:

On the top, right-hand side of the Remote Player screen, there is a
DVR Site List. Choose a remote DVR site from which you want to
download from.

Click W&l then selectgz Local.

In the Camera List Panel, select one or more cameras. On each
camera, click the “+” sign then select the recording times that you
want to view.

Click @ to play
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The Scheduler

The Scheduler allows you to set up specific day and time schedules for
continuous recording of surveillance video from remote cameras on yout
local drive.

Before opening the Scheduler, you first need to connect to the DVR sites
that you want to set up recording schedules for.

To set up aregular schedule for video recording:

Step 1.

Step 2.

Step 3.

In the huperRemote program window, click @ to open
the Con-nect dialog box and connect to a DVR site. (See
the Chapter of “Using huperRemote” for more details on
adding and connecting to DVR sites).

Or, if you are already connected to a DVR site, click the site name
in the Camera List Panel to select the site.

Click to open the Scheduler.

In the Scheduler dialog box, the names of the remote cameras on
the DVR site will be displayed. Choose the remote cameras that
you want to record video from by clicking the check boxes at the
left side of the camera names.

Selected cameras are indicated by a check mark on check boxes.

Schedule Settings : Huperlab

Daily Schedule: [ scheduled time of recording
[] |:| 121 2 3 456 7 8 91011121 2 3 45 6 7 8 91011¢
[v |Road 1
[v |Dome (Free for test)

[v |Bakery
[ |carplate

Weekly Schedule: [ Scheduled day of recording

| sun | omMow | TUE weD | THU | PR | saT
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Step 4. The numbers that are lined up in columns represent the hours ol
a day. For each selected camera, choose the desired hours when
you want surveillance video to be recorded by clicking the boxes
underneath the hour columns.

Selected hours are indicated by color boxes. Non-selected (or de-
selected) hours are indicated by gray boxes.

Step 5. Next, choose the days of the week when you want surveillance
video to be recorded by clicking the buttons containing the names
of the days of the week.

Selected days are indicated by colored buttons. Non-selected (or
deselected) days are indicated by gray boxes.

Step 6. When you have finished setting up the cameras and the time and
day of recording, click OK.

Step 7. Repeat steps 1 to 6 to set up the recording schedule for another
DVR site.

To cancel all scheduled recordings:

Click n to open the Preferences dialog box, click Storage, then click
Cancel Schedules.
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huperRemote PDA

After the connection, you can see the
live video on the video screen.

huperRemote PDA

huperRemote

Switch to the 4 split
screens layout.

11
Next split screen.

Switch to the single
screen layout.

Previous split
screen.

Display live video in full
screen.

9)

Connect / Disconnect:

Make sure first your PDA device has
connected to the Internet. Presses

the [Connect] button to start connect
to the specified remote huperVision
Site Server.

6 )

8 )
Control the PTZ camera. J Snap a video frame. }
71

Specify the information of remote huperVision Site Server.
Click the [Option] button to invoke the [Select Host] dialog
box. Please enter the IP address of huperVision Site Server
to the [Host] field. If the huperVision Site Server does not
enable its access control, check the option [Anonymous].
Otherwise, enter a valid user ID and password.
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Wide Dynamic Vision

The Wide Dynamic Vision provides three functions to the huperVision
surveillance system, which include visibility enhancement, sharpness
adjustment and noise reduction. These functions can be accessed by
selecting the “Wide dynamic* option and then clicking the “Settings" button in
the Camera tab of the Preferences dialog box.

Visibility enhancement
Select the checkbox of this item to brighten the video during nighttime
when the monitored site is dark and does not have sufficient lighting.

There are different situations wherein the lighting conditions may be
insufficient. Follow the guidelines next page to make adjustments undet
different conditions.

Vigibility enhancement level:

—_— o pam
[ Visibility strengih F Low  © Medium T High
[ Hrightness halance
"""""" 0 [Esn Hesel ta Detaul

[ ] oo |

74



Environmental Situations

Solution

Low lighting environment

Adjust the Visibility enhancement level.
(Setting the value to 6 or lower is recommended).

With static light sources in
low lighting environment

Solution 1:

1. Adjust the Visibility enhancement level.

2. Select the Brightness balance adjustment option
and adjust its value.
Or,
If the video quality is not good enough, select the
Visibility enhancement option and choose a level.

Solution 2:

1. Adjust the Visibility enhancement level.
(Setting the value to 6 or lower is recommended).

2. Mask out background light such as lamp posts or
reflected light.
Or, if you want to get a better result of a certain area
only, mask out the unwanted areas first so that Vis-
ibility enhancement will only be applied to the area
of interest.

With moving light Sources
in low lighting environment

1. Adjust the Visibility enhancement level.
(Setting the value to 6 or lower is recommended).

2. Select the Brightness balance adjustment option
and choose a positive value.
Or,
If the video quality is not good enough, select the
Visibility enhancement option and choose a level.

Backlighted environment

1. Adjust the Visibility enhancement level.
(Setting the value to 6 or lower is recommended).

2. Select the Brightness balance adjustment option
and choose a positive value.

Overexposure under lighting
conditions

1. Adjust the Visibility enhancement level.
(Setting the value to 6 or lower is recommended).

2. Select the Brightness balance adjustment option
and choose a negative value.
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Sharpness
Select the checkbox T

Pracess:
of this item to enable [ e G

|7 Natee reductien u.:l:-m.m—a;krl-mmu.ﬂ mmmnam
sharpness enhancement. CRIN IO I AT T P

This helps sharpen edges

of, for instance, a blurred :D E F G H IJK|I_H
background (that may be > Q R S TUVW‘XY Z

due to loss of focus). i

g ﬂmmmaw
[ e I Aot Sl 2y wmmmm st

=
=

Shapnessbevel:

Noise Reduction
Select the checkbox

of this item to enable | i
noise reduction. This |

helps eliminate videa
noise that comes from the
camera, and also reduces
noise in dark scenes or
nighttime environment. I

you enabled  Visibility

| e ]
enhancement , there
may also be noise that is e ebtntevet i
introduced to the videa et v |

which can be minimized
via noise reduction.

huperVision is a trademark of Huper Laboratories, Co., Ltd.
Microsoft Windows is a trademark of U.S.A. Microsoft Corporation.

All other trademarks or registered trademarks are the property of their respective holders.
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